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Further places in
endless construction

TEST-PLACE-STATUS-SIGNAL-PRESENCE-DETECTOR

TEST-PLACE-MONITOR-HOLDER-RIGID

TEST-PLACE-MONITOR-HOLDER-HEIGHT-ADJUSTABLE

TEST-PLACE-TABLET-HOLDER-LONG

TEST-PLACE-TABLET-HOLDER-SHORT

TEST-PLACE-KEYBOARD-PULL-OUT

TEST-PLACE-KEYBOARD-GLASS-RECESSED

TEST-PLACE-SOCKET-SCHUKO-MOUNTED

TEST-PLACE-SOCKET-SCHUKO-USB-A-C

TEST-PLACE-PLATFORM

TEST-PLACE-LAB-CHAIR-450-650MM

TEST-PLACE-LAB-CHAIR-560-810MM

TEST-PLACE-NUMBERING

Options:

Booth colour white or lightgrey

TEST-PLACE-WALL-CONNECTION

TEST-PLACE-LIGHTING-RADIO-SWITCH-6

TEST-PLACE-PASS-THROUGH-TURNTABLE

TEST-PLACE-SCREEN-ROUNDING

TEST-PLACE-BASE-UNIT-2DOORS

TEST-PLACE-BASE-UNIT-1DRAWER-2DOORS

TEST-PLACE-BASE-UNIT-4DRAWERS

TEST-PLACE-SINK-STAINLESS-STEEL

TEST-PLACE-SINK-TAP

TEST-PLACE-SINK-RING-FLUSHING

TEST-PLACE-SINK-INSERT

TEST-PLACE-CUSPIDOR-STAINLESS-STEEL

TEST-PLACE-COMMUNICATION-UNIT

TEST-PLACE-STATUS-SIGNAL-PUSHBUTTON

Basic equipment:

FIXED-SENSORY-LAB (FSL)

Test station according to DIN EN ISO 8589

Endless design

Levelling feet

Privacy screen

Technical top cabinet with test station lighting

Power supply with cable outlets

Space for client PC

Cable outlet to the test person for USB cable

Worktop made from solid core board

Balanced hatch

Double walled

Ceiling connection

Test room / test stations
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Basic equipment:

FIXED-SENSORY-LAB (FSL)

Test station according to DIN EN ISO 8589

Endless design

Levelling feet

Privacy screen

Technical top cabinet with test station lighting

Power supply with cable outlets

Space for client PC

Cable outlet to the test person for USB cable

Worktop made from solid core board

Balanced hatch

Double walled

Ceiling connection

Sample preparation room / Sample preparation kitchen
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